
DRAWN BY

APPROVED

PUBLIC WORKS OFFICER

CHECKED BY

SUPERVISOR

P.W. DWG. NO. DEPARTMENT OF THE NAVY            NAVAL FACILITIES ENGINEERING COMMAND

PROJ. NO.
HQMC

SIZE

SCALE

DATE CODE IDENT. NO.

F
N A V F A C DRAWING NO.

CONSTR. CONTR. NO.

SHEET OF

PANAMA CITY, FLORIDA

766 MIDDLE ST., FAIRHOPE, AL  36532  251-990-5778

ARCH. & ENGR. SEAL

NAVAL SUPPORT ACTIVITY
NATURAL RESOURCES & ENVIRONMENTAL AFFAIRS

FIRE DEPARTMENT

SAFETY DEPARTMENT

PUBLIC WORKS SUPERVISOR

T.0.# ____ SHEETMACC.

April 9, 2013 IF SHEET IS LESS THAN (30"x42") IT IS

A REDUCED PRINT; SCALE ACCORDINGLY

SATISFACTORY
TO DATE

SATISFACTORY
TO DATE

SATISFACTORY
TO DATE

SATISFACTORY
TO DATE

FINAL SUBMISSION

DESIGN/BUILD

DOOR WINDOW DETAILS

AS NOTED

RWC

WWB

BC

N/A

32

F ORI DA

C
E

No. 29795

BES
DESIGN/BUILD

LLCR
T

I F
I CAT E OF A UT HO

R
IZ

A
T

IO
N

L

3 5/8"

V
A

R
IE

S
V

A
R

IE
S

NEOPRENE SILENCER

PAINTED HM FRAME

NEOPRENE SILENCER

PAINTED HM FRAME
TILE BACKER BOARD

SETTING BED ON TILE

S
E

E
 P

LA
N

P
A

R
T

IT
IO

N
 T

Y
P

E

SEE PLAN 5/8" TYPE "X" GYPSUM WALL
BOARD

PROVIDE GALVANIZED METAL
STUD HEADER ACROSS
OPENING

CONTINUOUS
CAULK (ALL SIDES)

PAINTED HOLLOW
METAL FRAME

DOOR AS SCHEDULED

5/8" TYPE "X" GYPSUM
WALL BOARD

3" MIN. SOUND ATTENUATION
INSULATION IN STUD CAVITY

SOUND ATTENUATION
INSULATION - FILL CAVITY
COMPLETELY

S
E

E
 P

LA
N

P
A

R
T

IT
IO

N
 T

Y
P

E

2 
1/

2"

6"

1 3/4"

2 
1/

2"

6"

2 
1/

2"
2"

6"

CEMENTITUOUS PANELS.

5/8' X 2" BATTENS @ 8" O.C.

FURRING @ 12" O.C. VERT.

BUILDING AIR BARRIER

METAL HEAD FLASHING.

0.60 ADHERED MEMBRANE FLASHING

BUILDING AIR BARRIER

FURRING @ 12" O.C. VERT.

5/8' X 2" BATTENS @ 8" O.C.

CEMENTITUOUS PANELS.

5/4" X 3.5" TRIM

5/4" X 3.5" TRIM

SEALANT

0.60 ADHERED MEMBRANE FLASHING

0.60 ADHERED MEMBRANE FLASHING

5/8' X 2" BATTENS @ 8" O.C.

AIR BARRIER

FURRING @ 12" O.C. VERT.

CEMENTITUOUS PANELS.

5/4" X 3.5" TRIM

SEALANT

SEALANT

SEALANT

ADHERED MEMBRANE FLASHING
TURN INTO OPENING

STAINLESS ANCHORED PER
PERFORMANCE

PRE-FINISHED WINDOW OR STOREFRONT

SEALANT

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL

SPRAY FOAM INSULATION

5/8" GYPSUM WALL BOARD

6" GALVANIZED METAL STUD
FRAMING

JAMB

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL

SPRAY FOAM INSULATION

5/8" GYPSUM WALL BOARD

6" GALVANIZED METAL STUD
FRAMING

 CONTINUOUS SEALANT

PT SHIM AS REQUIRED

SELF-ADHERED MEMBRANE FLASHING,
TURN INTO OPENING HEAD

SILL

2 
1/

2"

6"

6"

1"

8"

5/8' X 2" BATTENS @ 8" O.C.

AIR BARRIER

0.60 ADHERED MEMBRANE FLASHING

METAL HEAD FLASHING.

CEMENTITUOUS PANELS.

FURRING @ 12" O.C. VERT.

0.60 ADHERED MEMBRANE FLASHING

5/8' X 2" BATTENS @ 8" O.C.

BUILDING AIR BARRIER

FURRING @ 12" O.C. VERT.

CEMENTITUOUS PANELS.

5/4" X 3.5" TRIM

5/4" X 3.5" TRIM

SEALANT

HOLLOW METAL FRAME

CONT. WEATHER STOP

SEALANT

INSULATED HOLLOW
METAL DOOR

SEALANT

ALUM THERMAL
BREAK THRESHOLD

INSUL. METAL DOOR OR
STOREFRONT ENTRY

FINISH FLOOR

WALK OFF MAT

VINYL BASE

WALL BEYOND

HOLLOW METAL FRAME

ALUM/ NEOPRENE
SWEEP

6" GALVANIZED METAL STUD
FRAMING

5/8" GYPSUM WALL BOARD

SPRAY FOAM INSULATION

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL

6" GALVANIZED METAL STUD
FRAMING

5/8" GYPSUM WALL BOARD

JAMB

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL

SPRAY FOAM INSULATION

HEAD

V
A

R
IE

S

3 1/2"
RESILIENT SOUND
FURRING CHANNELS

5/8" GPY. BD.

SEALANT

5/8" GPY. BD.
2.5" MIN. SOUND ATTENUATION
BLANKETS

5/8" GPY. BD.

DBL STUD MIN @ JAMB

DOOR AS SCHED.

DOOR SOUND STOP
W/ NEOPRENE GASKET

PAINTED HM FRAME

RESILIENT SOUND
FURRING CHANNELS

S
E

E
 P

LA
N

SEE PLAN 5/8" TYPE "X" GYPSUM WALL
BOARD

PROVIDE GALVANIZED METAL
STUD HEADER ACROSS
OPENING

CONTINUOUS
CAULK (ALL SIDES)

PAINTED HOLLOW
METAL FRAME

DOOR AS SCHEDULED

FILL FRAME WITH INSULATION
RECOMMENDATIONS

ALUMINUM DOOR SOUND STOP WITH
NEOPRENE GASKET

5/8" TYPE "X" GYPSUM
WALL BOARD

 SOUND ATTENUATION
INSULATION - FILL CAVITY
COMPLETELY

FASTENERS THROUGH
BRACKET FLANGE
FOR TOP MOUNT .

SNAP LOCK FASCIA

DRIVE CHAIN

SHADE CLOTH

3 X 2.5  ALUM
CLIP ANGLE

2 
1/

2"

CEMENTITUOUS PANELS.

5/8' X 2" BATTENS @ 8" O.C.

FURRING @ 12" O.C. VERT.

AIR BARRIER

METAL HEAD FLASHING.

5/4" X 3.5" TRIM

ALUM. BIRD SCREEN

SEALANT

140 MPH RATED ALUM. LOUVER
SEE  M-011

ALUM. FLASHING
REUTRN UP WALL 8"

3X 2.5X  1/4" ALUM.
CLIP ANGLE

HEAD

SCALE: 3"       =    1'-0"

1 INT. FRAME DETAIL
A603

0 3'' 6'' 9''

SCALE: 3"       =    1'-0"

2 EXT. WINDOW DETAILS
A603

0 3'' 6'' 9''
SCALE: 3"       =    1'-0"

3 EXT. DOOR DETAILS
A603

0 3'' 6'' 9''

SCALE: 3"       =    1'-0"

4 INT.FRAME DETAIL
A603

0 3'' 6'' 9''

SCALE: 3"       =    1'-0"

5 WINDOW SHADE DETAIL
A603

0 3'' 6'' 9''

SCALE: 3"       =    1'-0"

6 ALUM LOUVER DETAIL
A603

0 3'' 6'' 9''

SCALE: 3"       =    1'-0"

7 ALUM LOUVER DETAIL
A603

0 3'' 6'' 9''

A603

23

CONSTRUCT NAVAL BRANCH HEALTH CLINIC
PANAMA CITY

520 -13 -200


	A603 DOOR WINDOW DETAILS

